SINDH GOVERNMENT 

SERVICES HOSPITAL, KARACHI
	Tender for Purchase of Machinery, Equipment, Furniture and Fixture 
to be installed at 
Sindh Government Services Hospital, 
M.A. Jinnah Road, Karachi.

2015-16 


Due on:23-04-2016
OFFICE OF THE

CIVIL SURGEON
GOVERNMENT OF SINDH SERVICE HOSPITAL, KARACHI
TENDER NO. 





DUE ON: 23-04-2016


INVITATION FOR BIDS
1. Sealed bids are invited from eligible bidders for Supply of Machinery, Equipment, Furniture and Fixture etc. against funds provided in the year 2015-2016. 

2. Bidding will be conducted under SPP Rule 2010 clause 46(2) single stage two envelope bidding procedures of Sindh Public Procurement Rule 2010 (Amended 2013) specified in this document is open to all interested bidders.

3. Interested bidders may obtain further information from the office of Civil Surgeon, Sindh Government Services Hospital, M.A. Jinnah Road, Karachi, during the office hours.

4. A complete set of bidding documents may be purchased by interested bidders on the submission of a written application from Office of Civil Surgeon, Sindh Government Services Hospital, M.A. Jinnah Road, Karachi, also from P&MI Cell, Health Department, 3rd Floor, Tuglaq House, Sindh Secretariat,  Karachi, upon cash payment of nonrefundable fees of Rs. 2000/- (Two thousand only).

5. Bids must be delivered to the address below up to 12.00 noon All bids must be accompanied by a bid security / earnest Money @ 2.5% of the Total bid cost in shape of pay order. Late bids will be rejected.  Bids will be opened in the presence of the bidder’s authorized representatives who choose to attend at the address below at 1:00 p.m.
Address:

            I.I. Depot, Near JPMC Karachi


INSTRUCTIONS TO BIDDERS

1) Bids shall remain valid for 90 days from the date of opening. A bid valid for a shorter period shall be rejected as being non-responsive.
2) The bidders shall quote their prices inclusive of all duties /taxes/Octroi transportation etc, and all other expenses on free delivery to Consignee’s end.

3) Price should be quoted in Figures & words both, failing which the offer will be ignored.

4) The bid prepared by the Bidder shall comprise the following documents:
(a) Bid Form & Price Schedules duly completed by the Bidder.

(b) The Bidder shall furnish a bid security @ 2.5% of the quoted value in the form of a pay order.

(c) The original catalogue must accompany with offer and the equipment should comply/certified at CE/FDA approved.

(d) Sole Agent Certificate/Authority letter from the manufacturer must be provided by the bidder. No sublet will be accepted.

(e) The service manual with circuit diagram will be provided (for equipment) 

(f) The bidder must confirm free Installation / Demonstration at consignee’s end as specified, three years free Service from the date of installation, 05 years service contract and availability of spare parts.

(g)  The supplier will be bound to supply the price list of spare parts and consumable at the time of tender i.e. for three years.

(h) The supplier will be bound to provide free service during warranty period and to supply spare parts accessories of the supplied equipment on demand.

(i) A certificate from the manufacturer that the offered machine / equipment being used in the country of origin.

(j) A detail data sheet having description of the essential technical and performance characteristics of the offered equipment.

(k) The original tender purchase receipt.

(l) Bidders shall purchase separate tender document and furnish purchase receipts for alternate offer, in case they want to submit alternate offer. Any item’s bid with alternate offers without separate purchase receipt (Original) is supposed to be rejected.

(m) The bidder shall furnish copy of valid Professional Tax (Excise & Taxation) Certificate/Income Tax Certificate/GST Registration Certificate.

(n) Tenderers shall submit guarantee letter that the supplied Machinery / Equipment is the original / brand new product / latest model, none of the part is replaced, old or refurbished.

(o) Tenderers must be enclosed list of users in Sindh Pakistan of the quoted items. Bidder must submit the proof for the availability of workshop & trained engineers and qualified persons for the machines at Sindh for after sale service.

5) The prices quoted by the Bidder shall be fixed during the performance of the contract and not subject to variation on any account.  A bid submitted with an adjustable price or conditional will be treated as non-responsive and rejected.

6) The Bidder shall prepare bid comprise one single envelope containing separately financial proposal and technical proposal in original. The Envelop shall be marked as “Financial Proposal” and “Technical Proposal” in bold and legible letter to avoid confusion. The financial and technical bids, each consisting of the documents listed above.  

In Technical Proposal the bidder must provide the original Data sheet and Technical brochure, Income Tax, Sales Tax, Sole Agency certificate and other documents; otherwise the bid will be ignored. 

In Financial Proposal, the bidder should provide bid security / earnest money at the rate of 2.5% of the quoted value. A photocopy of the same should be attached with Technical Proposal but its value must not be disclosed and this can be achieved by placing a piece of paper on the place where amount is mentioned.

7) In case of imported items both C.I.F & DDP prices should be quoted.

8) In case of purchase on C.I.F basis, letter of Credit will be opened. All the charges will be borne by the vendor. The required certificate will be issued by this office that the import has been made for this hospital, so as to avail the facility of exemption of duties / taxes, as per Government Rules / Policy and the terms & conditions regarding payment will be decided mutually by the procuring agency and the bidder, according to the SPP Rule-2010 (Amended 2013).
9) In case of purchase order issued on C.I.F. basis, the suppliers / contractor will be entitled / eligible to claim 80% of the purchase order amount on submission of L/C in favour of consignee / hospital. Balance 20% amount can be claimed after delivery of the goods at consignee site by submission of original delivery challan.

10) In case of supply order placed on DDP basis the bidder should be supplied the quoted item on or before 10-06-2016.
11) All the (applicable) Government taxes (Income Tax / Stamp Duty) of the value of the contract amount will be deducted from the bills of the Contractors / Suppliers.
12) The purchaser will initially open only the envelopes marked “Technical Proposal” in the presence of Bidders or their representatives who chose to be present at the time of bid opening date, time and place specified in the tender documents. The Bidder or their representative who are present shall sign the attendance sheet. The envelope marked “Financial Proposal” shall be retained in the custody of purchaser without being opened till the completion of the Technical Evaluation. 

13) Initially the bid evaluation will be performed after that Technical Specification will be evaluated by Technical Committee on the basis of the data sheet and the literature provided / submitted by the firm. Financial bids of technical qualified firms will be opened.
14) The equipment offered must be of latest version / generation and in case an old model is offered, it will not be considered, even though it is as per the tender specifications. 

15) All pages of the bid, except for un- amended printed literature, shall be initialed by the person or persons signing the bid.

16) The bid shall contain no alterations, omissions, or additions, unless such corrections are initialed by the person or persons signing the bid.

17) Bids shall be submitted either by the manufacturer or its sole agent, if submitted by the manufacturer itself then bid of authorized sole agent will be rejected. No sublet will be allowed.
18) Arithmetical errors will be rectified on the following basis.  If there is a discrepancy between the unit price and the total price, which is obtained by multiplying the unit price and quantity, or between subtotals and the total price, the unit or subtotal price shall prevail, and the total price shall be corrected.  If there is a discrepancy between words and figures, the amount in words will prevail.  If the Bidder does not accept the correction of errors, its bid will be rejected.

19) The Purchaser reserves the right to accept or reject any bid, and to annul the bidding process and reject all bids at any time prior to award of contract under the relevant provisions of SPP Rules 2010 (Amended 2013), without thereby incurring any liability to the affected Bidder or bidders or any obligation to inform the affected Bidder or bidders of the grounds for the Purchaser’s action.

20) The Purchasers reserves the rights to increase or decrease the quantity as per SPP Rule-2010 (Amended 2013).  

21) Prior to the expiration of the period of bid validity, the Purchaser will notify the successful Bidder through Advance acceptance. This will constitute the formation of the contract. Within seven (07) days after receipt of the Advance acceptance, the successful Bidder shall furnish the performance security @ 5% of the contracted amount and will sign the contract agreement.

22) Bid validity can be extended as per SPP Rule 2010 (Amended 2013).
23) Distributor once nominated by the manufacturer will be for the whole contract period and manufacturer cannot change its distributor during the year in any case. In exceptional cases the tendering authority may approve changes.

24) The warranty period will commence from the date of commissioning of the unit as per report of the end user/technical person.

25) The system will have the minimum uptime 95% in case of down time beyond this period the following penalty will be applied:

a) 95% to 100% No penalty.

b) 90% to 95% the warranty period will be extended by the number of days system in down.

c) 85% to 90% warranty period will be extended 1.5 time the down time period.

d) 80% to 85% warranty period will be extended two time for the down time period and supplier is supposed to give justification of delay.

e) Uptime less than 80% hospital will complain to the Principal to take action against the supplier and warranty will be the three time for the down time period.
f) However, PPM (Periodic Preventive Maintenance) will not consider in the down time and PPM of the system will be done as per manufacturer recommendation.

General & Special Conditions of Contract

1) The Contract shall be governed by and interpreted in accordance with laws of the Islamic Republic of Pakistan.

2) Store is required immediately. The bidder may however give their short guaranteed delivery period by which the supply will be completed but not later than 45days from date of purchase order. No Extension will be granted / accorded for the supply.

3) The manufacturer should provide an undertaking that if his authorized contractor fails to carry out any assignment in total or in part, manufacturer will be responsible to carry out the same.

4) Except as otherwise specifically provided in the Contract, the Contractor shall bear and pay all taxes, duties, levies and charges assessed on the Contractor.
5) The Contract Price shall be made to the Contractor as specified in the Contract Agreement, subject to the general principle / procedure of the Government of Sindh.

6) The Contract shall be executed in accordance with the Contract Documents and procedures.

7) The Purchaser or its representative shall inspect the Machinery / Equipment to confirm their conformity to the Contract specification. The inspection will be conducted at the premises of consignee after receipt of supply.

8) If the Contractor fails to attain Completion of the supply or installation within the Time for Completion shall pay to the Purchaser liquidated damages at the rate of 2% per month (0.5% per week) of the Contract Price, or the relevant part thereof.  The aggregate amount of such liquidated damages shall in no event exceed the amount of 10%. Once the “Maximum” is reached, the Purchaser may consider termination of the Contract.

9) The Contractor warrants that the supplied equipment or any part thereof shall be free from defects in the design, engineering, materials etc. In case of defect in any part at the time of supply of installation it shall be replaced with new one instead of repair. 

10) The purchaser, without prejudice to any other remedy for breach of contract by written notice of default sent to the supplier, may terminate this contract in whole or in part:

(a) If the supplier fails to deliver any or all of the contracted items within the period(s) specified in the Contract, or within any extension thereof granted by the Purchaser.

(b) If the Supplier fails to perform any other obligation(s) under the Contract.

(c) If the supplier, in the judgment of the Purchaser has engaged in corrupt or fraudulent practices in competing for or in executing the Contract.
11) The bidder shall confirm the refund of cost difference if the same goods is/was supplied at lower rates to any other Govt./Semi Government institution or Armed Forces in the Province or outside in the same fiscal year.

12) The Purchaser reserves the right to increase/decrease or delete the quantities of goods etc. at the time of award of contract and also reserves the right to increase/ decrease the quantity of goods and services originally specified in the contract without any change in unit price or other terms and conditions of goods at any time during the contract period.

13) Service charges @ current prevailing charges of the value of the Contract will realized/charged by the A.G. Sindh, while making payment to the contractors for award of each contract.

Criteria for evaluation of bids

1
Earnest money submission. 

2
Compliance of terms and conditions, required documents / information as described in the Instructions of bidders, General and special conditions of the bid document. Bidder must qualify the bid evaluation. Only qualified bid evaluation bidders will be evaluated technically. 

3
Relevant Experience and past performance of manufacturer / sole distributor in terms of 
supply & after sale service. 

4
After sale service facility with availability of work shop, Technical staff, Tools and spare 
parts.

5
Authority letter from manufacturer with validity period not less than two years.

6
Submission of original Catalogue with complete mailing address of the company, 
telephone / Fax Nos. and Web site for each quoted item.
7
Technical evaluations as per tender specification.
8
Operational cost (In case of equipment). 

9
Delivery schedule.

10
Evaluation of quoted price.

Note : 
All the participants are hereby requested to read the instruction, General, Special Condition and Evaluation Criteria of Bid carefully because no additional documents will be entertained and considered after opening of the bids. Bid evaluation and technical evaluation would be carried out only on the basis of documents provided in the bid.
UNDERTAKING

	a)
	That I/we agree whether our tender accepted for total, partial or enhanced quantity for all or any single item.  I/We also agreed to supply and accept the said item at the rates for the supply of contracted quantity with in the stipulated period shown in the contract.



	b)
	I/We understand and confirm the refund of cost difference if the same goods is/was supplied at lower rates to any other Govt./Semi Govt. institution in the province in the same fiscal year.



	c)
	I/We undertake that, if any of the information submitted in accordance to this tender Enquiry found incorrect, our contract may be cancelled at any stage on our cost and risk.


CERTIFICATE

We guarantee to supply the stores exactly in accordance with the requirement specified in the invitation to this tender.

Signature of Tenderer ---------------------

Name & Designation-----------------------

Address:--------------------------------------
Schedule of Requirements / Technical Specification
    MACHINERY / EQUIPMENTS 
	S/N
	Description of Item / Specification.
	Qty
	C.I.F Price
	D.D.P Price

	
	
	
	Unit Price
	Total Price
	Unit Price
	Total Price

	
	CARDIAC DEPARTMENT 
	
	
	
	
	

	1. 
	ECG Machine with all Accessories

3 channel ECG Machine with alphanumeric key board, LCD graphic display and pace maker detection facility. 

Indicators for loose leads 

Auto and manual modes. 

Printer Paper speed (mm/s) : 5, 10, 25, 50.  

Sensitivity (mm/mV): 2.5, 5, 10, 20, 

Complete with: Set of electrodes, patient cable, power cord, gel, paper roll 58mm / 25m and dust cover.  

or equivalent
(USA/UK/ Europe/Japan)
	02
	
	
	
	

	2. 
	Crash Cart  Trolley with all accessories 

Crash cart with 5 or more drawers 

4 rotatable wheels with breaks

Complete with all accessories such as Cardiac board.

IV Pole

Oxygen regulator

Flow meter with humidifier 

Top tray 

Tray for defibrillator 

Waste collection bin.

Resuscitator kit for adult and peads. 

or equivalent

(USA/UK/ Europe/Japan) 


	02
	
	
	
	

	
	ULTRASOUND DEPARTMENT 
	
	
	
	
	

	3. 
	Color Ultrasound Machine with 3 Probes 

High frequency Multi beam former Color ultrasound Machine.

18” or more Anti flickering rotatable LED display with 

7” or more Touch screen 

4 or more active probe connectors 

Complete with original trolley 

Modes: 

2D mode, M mode, CW/PW imaging, Color M mode, Anatomical M mode, 3D/4D, THI, Pulse inversion harmonic imaging,  Trapezoidal Imaging, 2D automatic optimization, color automatic optimization, Speckle Reduction, auto calculation etc. 

2D and color panaromic,  color compare mode, Stress Echo etc

Frame rate: 600 frames or more 

Cine loop:800 or more 

Depth : 30 cm or more 

DICOM Compatible 

Storage/Printer/Work list/

PPS/Structured Report 

VGA, DVD and USB port 

500GB or more Hard Disk

Complete with multi frequency Convex probe, linear probe and Sector probe with Thermal Printer and compatible UPS

CE and FDA 510K Approved 

Two year warrnaty
	01
	
	
	
	

	
	ORTHOPEDIC SURGERY 
	
	
	
	
	

	4. 
	Modular Hand Set 

Modular hand set systems with implants and instruments T-plates, Y-plates, straight plates, Straight LC-DCP plates , Extended H-plate , Condylar plates etc. 

Modules for 1.0mm,1.3mm,1.5mm, 2.0mm and 2.4mm implant size.

Low profile implants for reduction of irritation. 

Color coded instruments

Instruments tray.  

Local made , Export quality 


	01
	
	
	
	

	5. 
	Monologue LCP small Fragment Set 

Plates should have uniform hole spacing 

Compression and neutral screw position 

Complete with tray

Local made , Export quality 


	01
	
	
	
	

	6. 
	Interlocking humorous interlocking set 

Local made , Export quality 


	01
	
	
	
	

	7. 
	Pneumatic Drill with Saw 

Pneumatic drill for drilling, reaming, sawing , burring , filling and screw driving.

Speed 0-850rpm or more

Torque : 0-4Nm

Operating pressure: 5 bar or more 

Air consumption :250l/min

Cannulation: 3mm or better 

Complete with cleaning brush , wires, bits , coupling etc

(Make: UK/USA/Japan/Europe)


	01
	
	
	
	

	8. 
	Pneumatic Tourniquet 

Single channel pneumatic tourniquet with touch display, rechargeable battery  for more than 3 hours and integrated compressor. 

Cuff pressure: 30 - 600 mmHg

Automatic leakage handling, pressure regulation and calibration. 

Complete with local trolley

(Make: UK/USA/Japan/Europe)
	01
	
	
	
	

	9. 
	Gel Pads for Operation Table 

Local made , Export quality
	01
	
	
	
	

	10. 
	THR Instrument set 

Local made , Export quality


	01
	
	
	
	


( UK/USA/Europe/Japan) 

	
	01
	
	
	
	
	

	11. 
	Ultrasonic Bone Density Calculator 
Light weight and compact ultrasonic bone densitometer. Color touch panel LED display .Built in printer .Storage Memory of more than 60,000 patients data 

Auto correct measuring position

Frequency : 0.5MHz

Measuring of Speed of Sound, Broad bank ultrasound attenuation, OsteoSono-assessment index etc

Measuring time less than 4 sec

Complete with power cable, 2 x foot board adapter , printer roll. 

(USA/UK/Europe/Japan) 
	01
	
	
	
	

	
	DENTAL DEPARTMENT 
	
	
	
	
	

	12. 
	Dental Unit consisting of :

Dental Chair 

Doctor’s Tray

Cuspidor unit 

Junction box 

Dental light 

Dental Unit complete 

Dental Units fully Automatic Set unit Chair /Doctor School / Air Compressor / Triple Syringe / Hand Piece / Unit Spiter

Dental Treatment Centre

Consisting of :-

Patient Chair

With electrical chair movement, double articulated headrest and backrest.

2 preset chair positions: start and rinsing position

3 programmable chair positions

Last memory position the chair returns to the previous treatment position after using the preset rinsing lowest chair position can reach 380mm, with emergency treatment position.

Chair movement is controllable by dentist and assistant touch panels, as well as the multifunctional foot everything is integrated into the chair base, no cables on the floor, hygienic and clean.

One main switch to control air, water and power.

Chair instrument lock enables safe operation, the chair is locked while an instrument is working. With safety system, backrest and seat movement can be stopped once it meets obstacle.

Dentist element

Hanging hoses / Height of dentist element is adjustable / Instrument holder / Control Panel can be used for  operating functions, such as chair movement preset and programmable cup filler, bowl rinsing operating light on / off and intensity adjustment / 1 three way syringe.

2 Ultra Push Air Turbine Autoclave able 400,000 rpm, ( mini / standard ). 1 Air motor with contra and straight angle hand pieces. Contra and straight angle hand[pieces. Contra and straight hand pieces are autoclave. / 1 Ultrasonic ScalerPiezon with four tips built in type.

1/- Foot Controller

1/- air pressure gauge.

1/- silicon mat which can be sterilized

Assistant element

With an angle adjustable support arm.

With suction filter system for easy cleaning.

1 three way syringe

1 HVE

1 saliva ejector

1 LED Curing light

Water unit

Mounted to the chair / The cuspidor can be swiveled and removable for easy cleaning / Fresh water bottle 1.5L / A switch to choose city water or fresh water bottle / Programmable cup filler and bowl rinsing systems.

Operating light

Brightness is 25000 Lux / 12V, 50 watts

Light on / off and intensity can be controlled through the touch panel / The light turns off automatically during chair movement, and turns back to the previous intensity when the chair stops. Working stool

Mobile on 5 castors / Height os seat and backrest is adjustable / Backrest angel is adjustable and lockable.

Oil free Dental Air Compressor

Motor ( ¾-1 H.P) / Output: 100 L / min or above / Working Pressure:-5-8 bar  / Tank Capacity : 24 liter / Power 220 Volt, 50 Hz, Complete set.


	01
	
	
	
	

	13. 
	Autoclave Dental Complete Automated 
Fully automatic Micro-processor control system. 40 liter Chamber capacity. Auto lock pressure door with double lock . With Auto dry, re dry and exhaust function. Door close indicator. Low water indicator. Chamber and tank water level indicator. Unit should capable for automatic shutdown if over pressure. . Sterilization temperature / pressure:121C(1.05KG/CM2/134C(2.07KG/CM2). 140 ° Design temperature. 3 KW Power consumption


Or equivalent 


	01
	
	
	
	

	14. 
	Oil Free Compressor Heavy Duty with 3 Motors 

	01
	
	
	
	

	15. 
	High Speed Contra Angle Hand Pieces 
Different head size 

With micro motor
Washer disinfect able and sterilizable


	01
	
	
	
	

	16. 
	HB Push Button (Hand Pieces High Speed Contra Angle) 

Different head size 

With micro motor
Washer disinfect able and sterilizable


	01
	
	
	
	

	17. 
	Dental Scalar with 6 Tips 
LCD display 

Input inlet pressure: 1-5Mpa

Output power :  3W-20W

Semi-offset output power:  <2N

Inlet Pressure:  0.01Mpa-0.5Mpa

Operating Frequency:  24-32 KHZ

Complete with 2 x bottles and 6 x tips 


	02
	
	
	
	

	18. 
	Dental Hand Pieces Disinfectant 
Local, Export quality
	02
	
	
	
	

	19. 
	Dental Instrument Cabinet 
Local, Export quality 
	04
	
	
	
	

	20. 
	Water Filter 
0.22 micron pore size

	05
	
	
	
	

	
	EYE DEPARTMENT 
	
	
	
	
	

	21. 
	Ophthalmic Unit 

Ophthalmic unit complete with table, instrument holder , moveable arm and reclining chair. 

Reclining chair with lift up and down, forward and backward with low noise. 
Table rotation range: 360° 
Swing arm oscillation angle: ± 30°
Chair rotation range: 60° 
Chair up and down range: 500-650mm 
Chair loading ability: 200KG 
Adjustable backrest range: 160° 
LED Lamp

or equivalent
(USA/UK/Japan/Europe)

	01
	
	
	
	

	22. 
	Wall Mounted Ophthalmoscope 
Integrated Wall Diagnostic Ophthalmoscope with Macro View Otoscope

Disposable Specula Dispenser

Wall-Mount Panel .
(USA/UK/Japan/Europe) 


	01
	
	
	
	

	23. 
	Cataract Set (Surgical Cutting Instruments) 

Local, export quality 


	02
	
	
	
	

	24. 
	Glaucoma Set 
Local, export quality


	02
	
	
	
	

	
	X-RAY DEPARTMENT 
	
	
	
	
	

	25. 
	Digital Radiography 

500mA/125kV High frequency X-Ray generator with Retrofit DR System, universal tube stand, mobile table, work station and printer unit.

X-Ray Generator :

High frequency inverter type micro processor x-ray generator.  

Three phase , 40 kW Generator. 

Automatic line compensation. 

Over load tube protection. 

Radiographic kVP 40~125kV

Radiographic mA 10~500mA or more

Exposure time: 1 ms ~ 6s or more. 

500 or more Anatomical program.  
X-Ray Tube: 

Maximum Tension, 125 KVp. 
Small focus 1.0 mm.
Large focus 2.0 mm.  
Anode Heat capacity 140 KHU
Universal Stand: 

Arm: Source image distance (S.I.D): from 125 to 175cm or better. 

Vertical movement : 105cm or better. 

Arm’s rotation: +/- 120° or better. 

Tube’s rotation: +/- 180°. 

Bucky center/floor distance: From 39 to 155 cm. 

Tilting : +/- 45°. 

Grid: ratio 8:1 or better 

Mobile X-Ray Table: 

table top dimension: length: 190~220 cm.

height 60~90cm.

Table top weight capacity not less then 200kg.

Manual Collimator with Light Indicator 
Flat Panel Digital X-Ray  Detector (FPD)
14x17” Cesium Iodide (Csl) with Amorphous Silicon 
Pixel Matrix: 3556 (H) × 4320 (V)

Pixel Pitch: 100μ m

DQE :> 70 %

A/D Conversion:  14 bit

Work Station 

Processor : Intel Core I3-2120, 1GT)

Memory : 8GB ,1600MHz /Hard Drive : 500GB 3.5inch 

Complete with hardware such as mouse, key board etc

TFT Color monitor 18” or more/Resolution 1280 x 1024 Pixel 

DICOM Compliant DICOM 3.0 Part 14
Acquisition Software: 

Operation software for generator and digital panel

Generator Synchronisation 

Image processing

Image management (PACS, HIS/RIS etc…)

full DICOM 3.0 Compatibility

DICOM work list from HIS/RIS Store Images through PACS network system

DICOM image print

DICOM MPPS

DICOM CD/DVD 

Image quality control tools with pixel fixing tools 

AEC and APR 

Image cropping, Image mirror, rotate etc

Printer

Laser /thermal Printer from well-known Manufacturer, such as Fuji/Agfa/Carestream, 

single tray

vendor will have to supply 100films along with printer 

Compatible UPS to Run Workstation 
(Make: UK/USA/Europe/Japan) 


	01
	
	
	
	

	26. 
	Computer with Laser Printer with Accessories 
Core 5i 

4.5Ghz optical super combo

500 GB HDD 4 GB DDR 3 RAM

17” LCD Monitor

Key Board & Mouse 

Laser Printer

	02
	
	
	
	

	
	DERMATOLOGY DEPARTMENT 
	
	
	
	
	

	27. 
	Cautery Machine
Skin and surgical Almen

High Frequency cautery unit for dermatology use. 

Unit should have  digital error detection and monitoring. 

Output Power To 40 watts . Output Frequency: 550 kHz Line Frequency: 50 – 60 Hz 

Complete with :Autoclave able hand pieces with rotary power control dial or the up/down buttons,  power cord,  hand piece , 50 x non-sterile single-use sharp dermal tips, 50 x  non-sterile single-use blunt dermal tips . 

Or equivalent 

(USA/UK/Europe/Japan) 


	01
	
	
	
	

	28. 
	Wood Lamp 
Wood lamp for skin diagnose and facial treatment. Complete with 3x diopter magnifying lens and UV light. 

(USA/UK/Europe/Japan) 


	01
	
	
	
	

	
	PATHOLOGICAL LABORATORY 
	
	
	
	
	

	29. 
	Electrolyte Analyzer 

Electrolyte Analyzer for Whole Blood, Serum, Plasma, or Urine. 

100ul Whole Blood, Serum or Plasma. 60ul Capillary Sample

Detection Range

Blood Na+:20-200mmol/L

            K+:0.2-40mmol/L

Cl-:25-200mmol/L

Urine Na+:25-1000mmol/L (undiluted)

            K+:1.0-500mmol/L (undiluted) 

Cl-:25-500mmol/L (undiluted)

Analysis Time 60 sec or better  

Data Storage facility . Automatic calibration. 

Alphanumeric display. 40 column printer RS-232 communication port
Or equivalent 

(USA/UK/Europe/Japan)
	01
	
	
	
	

	30. 
	Hematology Analyzer 

20~22 parameters or better with 3 histograms for WBC, RCB and palates. 

Parameters : 
WBC, RBC, Hgb, Hct, MCV, MCH, MCHC, Plt
, RDW, MPV, LY%, LY#, MO%, MO#, GR%, GR#, WBC Histogram, RBC Histogram, Plt Histogram, PCT, PDW

Sample:  Whole Blood 12(L or better
Predilute 20(L or better
Automatic Probe wipe

Patient Throughput:  55 ~ 60 test per hour or more. 

Sample processing time <= 60 sec. 

Printer:  Standard 80 column dot matrix 

Host Communications : RS232 with ASTM standards

Or equivalent

(UK/USA/Japan/Europe)


	01
	
	
	
	

	31. 
	Chemistry Analyzer (Fully Automatic) 

Open System, Automatic Chemistry Analyzer. 

Random-Access.60 channels or more. 

Throughput 180 or more-Tests/hour without ISE.

Computer controlled, programmable for all chemistries.

Integrated parameters Cardiac enzyme, Blood Sugar, Urea, Gas, Creatinine, special chemistry parameters: HbA1C, C3, C4, Ferritin, CRP, Microalbumin, Apo Lipo A, ASO, RF, Transferrin, Lipase etc. Graphic Display Monitor. On board cooling of 2-10 deg. C. 

Automatic Sample/Reagent dispensation separately. Dot matrix /Laser printer  .Unlimited data storage with minimum of 40 GB hard disc. STAT mode of analysis. Complete with all standards and accessories. UPS (imported) for backup of 30 minutes. 

Compliance of International standard quality of FDA & CE (MDD). 

Latest P-IV computer system with all necessary hard ware and software for patient record, history, reporting and print including A4 laser printer.

Or Equivalent
(UK/USA/Japan/Europe) 


	01
	
	
	
	

	32. 
	Binocular Microscope 

Slide type Binocular head with 45° inclined and 360° rotation. 

Wide-field eyepiece 18 and 13mm paired. 

Quadruple nose piece with built in click stopper .

DIN achromatic objectives. 

Built-in mechanical stage 140mm x 140mm, moving range 50mm x 75mm, with specimen holder controlled by coaxial knobs at low position. 

Focusable condenser and diaphragm iris m filters and filter holder.

Built-in electrical illuminator with halogen bulb. 

Coaxial focusing system with built in tension adjustment and focus stopper. 

Or equivalent
(USA/UK/Europe/Japan)


	01
	
	
	
	

	33. 
	Incubator 

Microprocessor Control. 

PID temperature control. 

LED digital display to show actual PV and preset chamber. 

Over temperature safety device. 

99 hours electronic digital timer. 

Temperature 300°C. resolution 1°C. 

LED 3 digit display  . 0.1°C stability Stainless steel interior and powder coated exterior. 

Capacity 30 Liters or more.

chamber size : 330x330x330. 2 x shelves

Or equivalent

(UK/USA/Japan/Europe)


	01
	
	
	
	

	34. 
	Centrifuge 

Complete with  24-place angle rotor.

Microprocessor-controlled.

Dimension 305x355x320 mm 

Head : 24 nos. 

Motor 80 W 

Tachometer LED digital Dial tachometer

Timer LED digital, 99 min LED Brake 

Locking latch 

Safety shutout 

Or equivalent

(USA/UK/Europe/Japan)

	01
	
	
	
	

	35. 
	Electronic Balance 
Capacity & Resolution: 400g x 0.01g

Percentage: Resolution: 0.01/ 0.1 / 1%

Stabilization Time: 2 sec, Typically

Sensitivity drift: (10 ppm/°c (10ºc-30ºc)

Linearity: +/-0.02 g

Repeatability/st D.Dev:0.01g

Display Refresh: 5 or 10 times

Operating temperature: +5ºc-40 rh less than 85% no condensation

Or equivalent

(USA/UK/Europe/Japan) 
	01
	
	
	
	

	36. 
	Hot Air Oven 
Capacity : 30L or more. Microprocessor Control system.  

Temp control: PID. 

Digital   Temp setting .

Digital Temp readout.  

Air convection: Forced convection by fan.                                                                                                                    

Over-temp alarm &shutout : Yes, 4ºC to the set point. 

Timer : Digital, 99 hr. 59min. + HOLD. 

Temperature range : Digital, 99 hr. 59min.        

HOLD  Standard accessory : 2 S/S mesh shelves, adjustable

Or equivalent

(USA/UK/Europe/Japan)

	01
	
	
	
	

	37. 
	Juster Pipettes 
(USA/UK/Europe/Japan)

	05
	
	
	
	

	38. 
	Water Bath 
Volume: 20L or more. Uniformity: .5 ºC. Heater: 1 KW

Readout: Thermometer. Temperature Controller: PID, +/-0.1 ºC. Stirrer: Built-in

Or equivalent

(USA/UK/Europe/Japan)

	01
	
	
	
	

	39. 
	Autoclave (Medium Size local) 

Tabletop autoclave sterilizer. 25 liter chamber capacity. Dry , re dry function. Auto exhaust function. 
Using Pressure: Unwrapped /wrapped liquid. And Temperature 115-134º/0.9-2.1kg/cm². Designed temperature : 140°. Safety device : Overheat (Low water) cut off switch safety valve and release valve emergency exhaust valve door safety holder pressure control  switch

	01
	
	
	
	

	
	PHYSIOTHERAPY DEPARTMENT 
	
	
	
	
	

	40. 
	Stimulator D.L II , Plastic Body 

	02
	
	
	
	

	41. 
	Shortwave Diathermy 
Frequency: 27.12 MHz . Output Power : 400 W in continuous mode. 1000 W peak power in pulsed modes. Output Modes: Continuous, pulsed 3 in 3, 2 in 3 &   1 in 3. Pulse Widths: 20-400 microseconds. Timer: 0-30 minutes. Tuning automatic.  Unit should complete with :
Two Electrodes Arms.

Two 100mm capacitive electrodes  with cable.

Treatment chart

Output tester 

User manual 


180 x 210mm, with four felt spacers
One pair rubber electrodes,

Shortwave treatment protocols
Or equivalent

(USA/UK/Europe/Japan)

	01
	
	
	
	

	42. 
	Tread Mill
Imported quality 
	01
	
	
	
	

	43. 
	Cycles 

Imported quality
	02
	
	
	
	

	44. 
	Stepper 

Local Good quality
	02
	
	
	
	

	45. 
	Quadriceps Drill 
Local Good quality
	01
	
	
	
	

	46. 
	Shoulder Pullies
Local Good quality
	02
	
	
	
	

	47. 
	Biceptor

Local Good quality
	02
	
	
	
	

	
	O.T. EQUIPMENT 
	
	
	
	
	

	48. 
	Heavy Duty Surgical Drum 
Local Good quality
	22
	
	
	
	

	49. 
	Oxygen Cylinder with Stand 240 CFT. 

BOC tested 
	10
	
	
	
	

	50. 
	Oxygen Flow Meter Pressure Gauge 
Good quality
	05
	
	
	
	

	51. 
	BP Apparatus 
Mercury type 
Good quality
	05
	
	
	
	

	52. 
	Diathermy Unit 
Microprocessor digital technology. Mono polar and bipolar cut and coagulation. Thirteen different types of current. Memory function. Tissue sensing. 300W to 400W maximum output. Audio/visual output meter. Two mono polar hand piece ports. User preset program. Unit complete with: bipolar forceps  reusable bipolar forceps cable. Reusable mono polar handle with cable. Reusable twin  button handle with cable. Electrodes .double foot switch. Single foot switch. Disposable dual return plate. 

Or equivalent
(Korea, Brazil, Turkey) 
	02
	
	
	
	

	53. 
	Basic Instrument Set
Local Export quality 
	02
	
	
	
	

	54. 
	Anesthesia Unit (with Electronic Ventilator, O2, N2O and Air Gas Cylinder , 2 Vaporizer Connection & 3 Drawers & Shelve

Should be fully integrated, ergonomically positioned ventilator and absorber

Should have 10-12” TFT Color touch screen Ventilator 

Should have up to six ventilation modes, pressure and volume controlled

Should have Selectatec compatible back bar with interlock

Should have Dual flow tubes with three gases and low flow cascade tubes on all gases.

100 to 1000 ml and 1 to 10 liters

Should have Stainless steel drawer at least 3

Should have writing shelf

Should have Common gas outlet (CGO) with emergency oxygen flush and breathing circuit hook.

Should have 4 antistatic wheels 2 with brakes

Should have integrated Co2 Absorber of 1.5 kg or more
Should have hypoxic guard

Oxygen Failure alarm

Pipeline Input – NIST or DISS

Should have E sized cylinder yokes 3 -4 

Should have 10-12” TFT Color touch screen Ventilator 

Integrated Oxygen monitor with pop up key pad adjustment

Should have Electronic PEEP

Battery backup should be 2 -3 hrs or more
Measured value display box

Color coded wave forms

Should be Complete With 

Anesthesia Patient Circuit 

Face Mask

Co2 Absorber

Flow Sensor

Isoflurane vaporizer 

Power cord

User Manual and Service Manual

Or equivalent

(USA/UK/Europe)


	01
	
	
	
	

	55. 
	O.T. Ceiling Lights (110,000 LUX or More)

120,000 LUX INTENSITY

3 Steps of color Temperature selectable 

95Ra of Highest Level of CRI

Focal Size (Dia.20cm to Dia.30cm or more)

Dilution Effect with 96 LED units (75% ~ 100%)

4 Smart Sensors for maximizing dilution effect

Channel Illuminating Technology

Intuitive control with one touch panel

Dimming Range : 25% ~ 100 %

Endo Mode at 8,000 Lux

Detachable &Autoclavable Hand Grip

96 Number of LED

Diameter of Head size :65cm or more

Illumination Ec at1m working dist 160,000 or better 

Ance: Min. 40,000

Dimming range
: 5 ~ 100 %

Endo mode: 8,000

CRI
: 95

Color temperature: 3,800/4,300/4,800
Or equivalent

CE and FDA Approved 

Korea/Turkey/Taiwan 
	02
	
	
	
	

	56. 
	Laryngoscope 4 Blades 
Local, export quality 
	02
	
	
	
	

	57. 
	Infusion Pump 
Volumetric peristaltic infusion pump. Flow rate 0.1 to 99.9 ml/h. Unit compatible with most IV set. Memory function in case of power failure to retain the most recent flow rate & total volume. Comprehensive alarm for Air in line, occlusion, door open, low battery, infusion complete, empty container. Built in battery charger.  Unit complete with IV sets.
Or equivalent

UK/USA/Europe/Japan
	04
	
	
	
	

	58. 
	Labor Table 
Local good quality
	01
	
	
	
	

	59. 
	Minor O.T. Table

China/Taiwan
	02
	
	
	
	

	60. 
	Defibrillator 

Biphasic technology. Truncated Exponential waveform adapted to patient’s impedance. Portable type. Integrated paediatric paddles. Display Size: 5” or more. Sweep rate: 25mm/sec Monitor: ECG monitoring : 3,5, or 10 lead patient cable , paddles or multifunction disposable electrodes. Defibrillator Waveform Biphasic truncated exponential adapted.  Synchronized  cardio version.
 : Defibrillator energy : 200 or more joules. Charging time. 6 sec at  200 joules. Recorder: Paper : Thermal array 50mm Speed : 10, 25, and 50mm/sec.
Or equivalent 

(USA/UK/Europe/Japan) 


	02
	
	
	
	

	61. 
	Dressing Set 
Local, export quality 
	02
	
	
	
	

	62. 
	NO2 Cylinder 
BOC tested 
	04
	
	
	
	

	63. 
	O.T. Table (Electro/Hydraulic with all Ancillaries) 

Multipurpose Electro Hydraulic Operation table with table top slid function. 

System operable with hand control switch for all electrical function and foot pump for hydraulic function.

In case of complete failure of electrical power,  table should capable to work on manual system. 

Hand switch control should have a back lit for convenient and ease of operation. 

Patient weight bearing capacity should be 200kg or more.

Longitudinal slide of 10” or more. 

Built in x-ray cassettes channel. 

Radio translucent table .

Safety side rail, emergency stop button , hand switch should have special function of patient positioning, up and down, left and right tilt, up and down back , up and down leg, sliding function. 

Essential function such as lock/unlock, level, flex/reflex should be incorporated. 

Normal orientation slide to head end 45” or more. 

Normal orientation slide to leg end 15” or more. 

Range of table movement 

Head: +/- 80° or better 

Back: +70°/-40° or better 

Leg: +25°/-90° or better 

Trendelungburg : +/-25°or better 

Lateral tilt : +/-20° or better 

Or equivalent

(USA/UK/Europe/Japan) 
	02
	
	
	
	

	64. 
	Centralized Oxygen System O.T and all New Wards & 20 Bedded Resuscitation Room 
AUTOMATIC MANIFOLD FOR OXYGEN WITH CONNECTION TO VIE TANK 

Having the Control Panel should handle three sources i.e. Two sided cylinders and one VIE Tank.

The Manifold shall be a fully automatic type & shall switch from Tank / Generation System to Cylinders bank without fluctuation in delivery supply line pressure. The system should be able to maintain continuous supply in case of power failure.

Function:

Fully automatic self-contained shuttle-valve with no electrical power required for switching, Microprocessor based control panel with display.

Units of measure (psi/Pa/Bar).

Central Oxygen System should have 
· Automatic Manifold for Nitrous Oxide

The Manifold shall be a fully automatic type & shall switch from "Bank in Use" to "Reserve" bank without fluctuation in delivery supply line pressure & without the need for external power after the switch-over the "Reserve" bank shall then become the “Bank in Use" and the bank in use shall become the reserve bank. The System should be able maintain continuous supply in case of Power failure.

Function:

Fully automatic self-contained shuttle-valve with no electrical power required for switching, Microprocessor based control panel Service and maintenance works can be carried out without stopping operation.

· Wall outlet.
Outlet should have double lock quick connect and gas specific. The latch / locking release mechanism should be incorporated on the gas outlet with geometrical key indexing and should have a parking facility so that in the event of release of probe by pressing the spring loaded center, the probe/ flow meter does not fall down.

Gas outlets wall mounted, Complete in Box/casing gas Specific, Self sealing valve, indexed to eliminate interchangeability/erroneous tapping of gas and cover plate.

Oxygen                               Qty…….. Nos.

Nitrous Oxide                    Qty…….. Nos.

Compressed Air                Qty…….. Nos.

Note Vendor should visit the site in order to quote as per required connection 
· Air Venturi System with Gauge

· Multiple Zone Valve Box with Monitoring Gauge for three gases

· Multiple Zone Valve Box with Monitoring Gauge for two gases

· Ceiling Pendants:               
· Oxygen Flow Meter With Humidifier & Probes:


· Copper Piping (Imported From UK, Europe, USA):
· Anesthesia Scavenging System


· Oil Free Duplex Air Compressor System

· Air Dryers

· Filtration
· Electrical Panel
Make: UK/USA/EEC/Japan.
	01
	
	
	
	

	65. A
	Air conditioner 1.5Tons split type 
	15
	
	
	
	


FURNITURE & MISCELLANEOUS

	1
	SOFA SET (DOUBLE SEATED) 

Made with talhi wood seat & back netted with sprit Polish 

Standard size

Best quality
	6
	
	
	
	

	2
	SOFA SET (5 SET MAIN FRAME MADE WITH TALHI) 

wood seat & back netted with sprit Polish 

Standard size

Best quality
	3


	
	
	
	

	3
	REVOLVING OFFICER CHAIRS (STANDARD)
Made with talhi wood seat & back netted with sprit Polish 
	6
	
	
	
	

	4
	SEATS FOR PATIENTS ( THREE SEATED) 
Plastic Molded 
Good quality
	25
	
	
	
	

	5
	KITCHEN UTENSILS (STAINLESS STEEL) 
ordinary set for service purpose only 

Good quality
	4
	
	
	
	

	6
	OVER BED TABLE

· Heavy duty structure constructed from mild steel. 

· Top made up of laminated board

· Mobile on four 50mm dia casters 

· Adjustable height

· Finished in epoxy powder quote.
	50
	
	
	
	

	7
	OFFICE CHAIRS (CUSHIONED) 

Good quality
	50
	
	
	
	

	8
	ALMIRAHS 6 X 3 X 1.5FEET 
(Iron steel with three shelves gauge 20) 

Good quality
	20
	
	
	
	

	9
	FILE/OFFICE CABINETS 
(Iron Steel with Four Drawers, 20 Gauges) 

Good quality
	10
	
	
	
	

	10
	REVOLVING STOOL STANDARD SIZE (Stainless Steel Top) 

Good quality
	10
	
	
	
	

	11
	REFRIGERATOR 12 CFT
	5
	
	
	
	

	12
	FOWLER BED (TWO CRANKS)

· Bed having full fowler adjustment with the help of single screw crank.

· Easy detachable heavy duty ABS head and leg boards with lock

· Built in Bumper and handle

· Lying area four Sections perforated top (18SWG) 

size 78”x36”.

· Heavy duty steel framed (16SWG) and structure all powder quoted paint finish. 

· Heavy duty mobile on four 5” dia good quality rubber lockable casters.

· Fitted with urine bag and NG bag holding hooks on both side

· Mattress holding clamps at four position to keep mattress in place

· IV holders at diagonal ends of the bed
	85
	
	
	
	

	13
	BED SIDE LOCKER
· Heavy duty structure mild steel construction

· Stainless steel top

· Mobile on four 50mm dia casters.

· Imported casters, scratch resistance epoxy powder quoting 

· One drawer, one shelves with door
	120
	
	
	
	

	14
	SOUND/CALLING SYSTEM COMPLETE FOR BOTH BLOCKS 
	1
	
	
	
	

	15
	EXAMINATION COUCHES 
Good Quality
	20
	
	
	
	

	16
	AUDIO VISUAL SYSTEMS FOR CME WITH LAPTOP
	1
	
	
	
	

	17
	STRETCHER
Good Quality
	10
	
	
	
	

	19
	MATTRESSES

· Mattress With Re-Enforcement & Water Proof Covering (Good Quality)

· 10 Year Warranty 

· Size: 78" x 36" x 4"
	125
	
	
	
	

	20
	DRIP STAND 
Stainless steel, local 

Export quality 
	60
	
	
	
	


QUESTIONNAIRE / PERFORMA

(To be filled in by vendor for the entire quoted item)

	Equipment 
	__________________________________
	Model
	_____________________________

	Manufacturer
	__________________________________
	Supplier
	_____________________________

	1
	Year of Introduction of the offered model:
	_____________________________

	
	Version (if same model revised):
	_____________________________

	2
	Number of equipment installed (please provide names of institution for Pakistan / Karachi) 

	
	World wide
	_____________________________

	
	In Pakistan
	_____________________________

	
	In Karachi
	_____________________________

	3
	Manuals to be provided
	Yes
	No

	
	Service
	_________
	__________

	
	Parts List
	_________
	__________

	
	Electrical Drawing / Schematics
	_________
	__________

	
	Operational / Application
	_________
	__________

	4
	Spare parts Availability Guarantee (No. of years)
	_____________________________

	5
	Source of spares availability
	

	
	Local _______________________________ Overseas ____________________________

	6
	Equipment life period (number of years)
	___________________________

	7
	Do you hold specialized tools / test equipment required for:
	Yes
	No
	N/A

	
	Maintenance
	_______
	________
	________

	
	Calibration
	_______
	________
	________

	
	Please provide list of tools / test equipment including their calibration status on a separate sheet 

	8
	Annual Maintenance contract price:

	
	Parts and labor
	_____________________________

	
	Labor without parts
	_____________________________

	9
	On call service charges

	
	Minimum
	_____________________________

	
	Per day
	_____________________________

	
	Back up engineer support whenever requested
	_________
	__________

	
	Prompt supply of spares / consumables
	_________
	__________


	10
	Are you authorized representative of manufacturer
	Yes ___________ No ___________

	11
	No of factory trained engineer available locally on offered equipment (provide training certificate & years of experience)
	_____________________________

	12
	Total number of years in business
	_____________________________

	13
	Warranty period (please provide following details)

	
	Uptime guarantee
	____________________________%

	
	Response time to maintenance requested
	___________________________Hrs

	14
	Do you have any objection / concerns to use similar specification spares of alternate / other manufacturer during warranty of maintenance contract (if available)
	Yes ___________ No ___________

	15
	Comprehensive engineer training if yes state what included
	Yes
	No

	
	Training Fees
	_______
	________

	
	Airfare
	_______
	________

	
	Boarding / loading
	_______
	________

	
	Free of charge
	_______
	________

	
	None of the above
	_______
	________

	16
	Up-gradation possibility

	
	Hardware Yes / No

Software Yes / No

	
	If above has any cost please provide the details of up-gradation with estimated price:

________________________________________________________________________________________________________________________________________________________________________

	17
	Pre installation services requirements

	
	Power
	__________________________KW

	
	Gas
	_______________________Cu.ft/hr

____________________PSI (pascal)

	
	Voltage
	______________ Single/three phase

	
	Water
	______________ Gallons/liter hour

	
	(if pre treated water required, please provide details)

	
	Air
	__________________________ PSI

	
	Vacuum
	________________________ mmgh

	
	Other

(e.g. Drain, Exhaust, Physical facility change etc)
	_____________________________

	
	Installation / commissioning by whom
	_____________________________

	18
	Environmental Parameters limits

	
	Temperature __________________________ to _________________________ centigrade / fahrenheit

Humidity _____________________________ to _________________________ % RH

IEC 601 International Electro Technical Commission (Code 601)

	19
	Any other specific requirement (e.g. UPS, Voltage Stabilizer etc. provide details)

____________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________________

	20
	Briefly state facilities and benefits provided during warranty period

________________________________________________________________________________________________________________________________________________________________________

	21
	Please give the rates of consumable, disposable items and parts required for proper functioning of machine / equipment life period of each item (in days / months)

________________________________________________________________________________________________________________________________________________________________________ 

	Note: The said Performa should be filled by the vendor to provide information of the entire quoted item

	Suppliers’ Name _________________________________________________________________________

	Authorized Signature: _______________________________
	Designation: ____________________________


OFFICE OF THE MEDICAL SUPERINTENDENT, 

SERVICES HOSPITAL AND CIVIL SURGEON, KARACHI

TELEPHONE NO:021-99215789.




FAX NO:021-99215283
NO. SHK/-_______________  






Dated  ________________ 
To,  




The Director (Advertisement)

Information Department,

Government of Sindh, 

Karachi.

SUBJECT:
INVITATION NOTICE FOR “PURCHASE OF MACHINERY, EQUIPMENT, FURNITURE AND FIXTURE TO BE INSTALLED AT SINDH GOVERNMENT SERVICES HOSPITAL, M.A. JINNAH ROAD, KARACHI” 


Enclosed please find herewith (07) seven copies of Notice meant for publication, in leading daily English, Urdu & Sindhi Newspapers including Dawn, Jang & Kawish.



It is requested that this may kindly be sent to the press immediately so as to appear up to / on 07-04-2016 at the earliest. This is issued with the approval of the competent authority i.e. Secretary Health, Government of Sindh.


Relevant cutting may also kindly be sent to the undersigned for record.


C.C to:

· The Secretary to Government of Sindh, Information & Technology Department, Karachi.

· The Managing Director, Sindh Public Procurement Regulatory Authority, Government of Sindh, Karachi. 

· P.S. to Secretary Health, Government of Sindh, Karachi.
· The Additional Secretary (PM&I), Health Department, Govt. of Sindh, Karachi. .


OFFICE OF THE MEDICAL SUPERINTENDENT, 

SERVICES HOSPITAL AND CIVIL SURGEON, KARACHI

TELEPHONE NO:021-99215789.




FAX NO:021-99215283
NO. SHK/-_______________________
TENDER NOTICE
The Medical Superintendent, Services Hospital and Civil Surgeon, Karachi, hereby invites sealed bids from various Manufacturers / Sole Agent / Authorized distributors, for the supply of item mentioned below as per bidding process given under Clause 46 (2) Single Stage- Two Envelope Procedure of Sindh Public Procurement Rules 2010 (Amended 2013).

A complete set of tender enquiry may be purchased from Office of the Medical Superintendent, Services Hospital and Civil Surgeon, Karachi, also from P&MI Cell, Health Department, 3rd Floor, Tuglaq House, Sindh Secretariat,  Karachi, on submission of written application upon cash payment of non-refundable fee mentioned below. The bids must be submitted on opening date up to 12.00 noon which will be opened publicly in the presence of the bidders or their authorized representatives who choose to attend at 01.00 p.m. at the Office of the Medical Superintendent, Services Hospital and Civil Surgeon, Karachi.  All bids must accompanied by a bid security @ 2.5% of the total bid cost in shape of Pay orders.
The purchaser reserves the right to accept / reject any / all bids under the relevant provisions of SPPRA Rules 2010 (Amended 2013).

	  Description of Stores
	“Machinery, Equipment, Furniture and Fixture


	Cost of Tender Rs.2000/-

	  Description of Stores
	“CT Scan and Generator”


	Cost of Tender Rs.2000/-

	Date of sale of tender document
	08.04.2016
	

	Last Date of Sale of tender
	23-04-2016
	

	Date of submission of tender
	23-04-2016 up to 12.00 noon
	

	Date of opening
	23-04-2016 at 01.00 p.m.
	

	Tender Opening Venue
	I.I. Depot, Near JPMC, Karachi
	


N.B:-

1. In case Govt. announces any Public Holiday then tender will be opened on next working day.

2. All quotations shall include Govt. Taxes including GST if applicable.

3. Information regarding this NIT may also be downloaded from SPPRA website: www.spprasindh.gov.pk & Sindh Govt. website: www.sindh.gov.pk.  


OFFICE OF THE MEDICAL SUPERINTENDENT, 

SERVICES HOSPITAL AND CIVIL SURGEON, KARACHI

TELEPHONE NO:021-99215789.




FAX NO:021-99215283
NO. SHK/-_______________  






Dated  ________________ 
To,  




The Accountant General of Sindh
Karachi.

SUBJECT:
PURCHASE COMMITTEE NOTIFICATION 


Enclosed please find herewith Copy of Notification No.HD(P&E)3-2(363)2014-15 dated 26-01-2016 regarding the procurement of Medical equipment, Furniture and Fixture for Development Scheme “Strengthening of Services Hospital, Karachi” Copy Enclose.



It is therefore requested to nominate a member for Purchase Committee for completion of the process of the Procurement during current financial year 2015-16 on most urgent basis

C.C to:

· P.S. to Secretary Health, Government of Sindh, Karachi, with reference to notification No. HD(P&E)3-2(363)2014-15 dated26-01-2016.


OFFICE OF THE MEDICAL SUPERINTENDENT, 

SERVICES HOSPITAL AND CIVIL SURGEON, KARACHI

TELEPHONE NO:021-99215789.




FAX NO:021-99215283
NO. SHK/-_______________  






Dated  ________________ 
To,  




Deputy Commissioner 

(South) Karachi.

SUBJECT:
PURCHASE COMMITTEE NOTIFICATION 


Enclosed please find herewith Copy of Notification No.HD(P&E)3-2(363)2014-15 dated 26-01-2016 regarding the procurement of Medical equipment, Furniture and Fixture for Development Scheme “Strengthening of Services Hospital, Karachi” Copy Enclose.



It is therefore requested to nominate a member for Purchase Committee for completion of the process of the Procurement during current financial year 2015-16 on most urgent basis

C.C to:

· P.S. to Secretary Health, Government of Sindh, Karachi, with reference to notification No. HD(P&E)3-2(363)2014-15 dated26-01-2016.


MEDICAL SUPERINTENDENT, 

SERVICE HOSPITAL & CIVIL SURGEON KARACHI 

Health Department

Government of Sindh

Annual Procurement Plan

(Works, Goods & Services)
	Sr. 

No.
	Description of Procurement
	Quantity (where applicable)
	Estimated Unit Cost 

(Where applicable) 

Millions
	Funds allocated 

(1000 Million)
	Source of Funds 

(ADPs Non 

ADPs)
	Proposed Procurement Method
	Timing of Procurements
	Remarks

	
	
	
	
	
	
	
	1st Qtr
	2nd Qtr
	3rd  Qtr


	4th Qtr
	

	1
	Purchase of Machinery, Equipment, Furniture and Fixture 

to be installed at 

Sindh Government Services Hospital, 

M.A. Jinnah Road, Karachi.
	Quantity Mentioned in the Tender Documents
	112.497 Million
	112.497 Million
	ADP
	SPP Rule 2010 clause 46(2) single stage two envelope bidding procedures of Sindh Public Procurement Rule 2010 (Amended 2013)
	
	
	
	23-04-2016
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