TECHNICAL SPECIFICATION

ARCHITECTURAL ACP (ALUMINIUM COMPOSITE PANEL)
The Product conforming to following standards.
Physical Properties

-
Coating Test: ASTM D1400-00

-
Pencil Hardness: ASTM D3363-11-Gouge Hardness

-
Pencil Hardness: ASTM D3363-11-Scratch Hardness

-
Gloss Tolerance: ASTM D523-14

-
Gloss Tolerance: ASTM D3359-09 Method B Adhesion by Tape Test

-
Gloss Tolerance: AAMA 2605-05 File Adhesion-Section 7.4

-
Adhesive Strength: AAMA 2605-05 File Adhesion-Section 7.4

-
Abrasion Resistance: ASTM D3389-10

-
Thermal Conductivity: ASTM C518-10

-
Mortar Resistance: AAMA 2605-Section 7.7.2

Mechanical Properties

-
Impact Resistance: AAMA 2605-05-Section 7.5

-
Bending Strength: ASTM D790-10

-
Flat Tensile Strength: ASTM C297-15

-
Peel Strength: ASTM D1781-12

-
Heat Defection Temperature: ASTM D648-07

Chemical Properties

-
Acid Resistance: AAMA 2605-05-Section 7.7.3 (Nitric Acid)

-
Solvent Acid Resistance: AAMA 2605-05-Section 7.7.1 (Muriatic Acid)

-
Flame Retardant Grade A under ASTM E84, approved by Intertek and / or Thomas Bell Wright
Warranty: 

-
This warranty covers all surface defects in coating including imperfections and Quality of Paints against UV Rays of Sun, Atmospheric Chemical Attack, and Discoloring, Valid for 20 years from the date of dispatch from factory.

-
120 days warranty for the removal of protective film. The product performing to European and American Standards with records of Manufacturers Registered Offices in European Union and United State.

Additions: 

-
Manufacturer should be ISO 9001:2008 compliant

-
Coil Supplier should be Member of European Coil Coaters Association (ECCA)

-
Paint Supplied should be from           Industrial coating

-
Final Finished Aluminum Composite Panel should have clear lacquer coat to protect against environmental pollution such as smoke and dust, and for easy cleaning purposes. This should be confirmed by a certificate from        Industrial Coating.   
-
Master Licensor should be an organizational member of the following professional organizations: 
i.
American Architectural Manufacturers Association (AAMA)

ii.
American Composites manufacturing Association (ACMA)

iii.
American Society for Testing Materials International (ASTM International)

