BILL OF QUANTITIES 
NAME OF WORK:-
 water supply scheme at village Qaim Khos  (Taluka Manjhand)  (District 



Jamshoro)



 (A) 
Description and rate of item based on Composite schedule of Rates 

	Item No:
	Quantity 
	Description of Item to be executed at site 
	Rate
	Unit
	Amount

	01
	02
	03
	04
	05
	06

	
	
	GROUP ‘A’ REPAIR OF PUMP HOUSE (10 X 12) AND LSR TANKS (5 NOS.)
	
	
	

	01
	417.18 Cft 
	Dismantling cement concrete reinforced 

separating reinforcement from concrete 

cleaning and straightening the 

(G.S.I.NO.20,P-10)
	5445/-
	P%cft
	22,711/-

	02
	60. 00 Cft 
	Cement concrete brick or stone ballast 1½” to 2” gauge Ratio 1:4:8) 

( G.S.I.NO;4(b)P/16)
	9416/28
	P%cft
	5,650/-

	03
	424.0 Cft 
	Reinforced cement concrete work including all labour and material except the cost of steel reinforcement and its labour for bending and binding which will be paid separately. This rate also includes all kinds of forms moulds, lifting, shuttering currying rendering and finishing the exposed surface)(including screening and washing of shingle)(a)R.C. Work in roof slab, beams, columns, rafts, lintels and other structural members laid in situe or precast laid in position complete in all respect(i)Ratio 1:2:4)90 lbs cement 2 cft sand 4 cft shingle 1/8” to ¼” gauge.(G.S.I.NO;6(a)(i)P/17)
	337/-
	P/Cft 
	142,888/-

	04
	17.03 Cwt 
	Fabrication of mild steel reinforcement for cement concrete including 
cutting bending laying in position making joints and fastenings including cost of binding wire (also includes removal 
of rust from bars  (G.S.I.NO;7(ii)(a)P/20)
	5001/70
	P/Cwt 
	85,179/-

	05
	120.0Sft 
	Providing & laying 2” thick topping cement concrete (1:2:4) i/c surface finishing and dividing into panels(G.S.I.NO;16( c ) P/42)
	3275/50
	P%sft 
	3,931/-

	06
	3442.0 Sft 
	Cement plaster (1:4)3/4” thick upto 12’ height (G.S.I.NO;11-c, P/51)
	3015/76
	P%sft 
	103,802/-

	07
	3442.0 Sft 
	Cement plaster (1:6)   ½” thick upto 12’ height (G.S.I.NO;11-b, P/51)


	2206/60
	P%sft 
	75,951/-

	08
	94.50 Sft 
	PAINTING NEW SURFACE.   
Preparing surface and painting of doors and windows in any type (3 coats)

(G.S.I.NO;5P/69)
	2116/41
	P%sft 
	2,000/-

	09
	429.0 Sft 
	White washing (1 coats) 

(G.S.I.NO;26, P/53)
	416/63
	P%sft 
	1,787/-

	10
	204.0 Sft 
	(b)On Ceiling projections
	416/63
	P%sft 
	850/-

	11
	511.0 Sft 
	White washing (2 coats)

 (G.S.I.NO;26, P/53)
	425/84
	P%sft 
	2,126/-







(cont: on page No:02)








(Page No:02)

	Item No:
	Quantity 
	Description of Item to be executed at site 
	Rate
	Unit
	Amount

	01
	02
	03
	04
	05
	06

	12
	940.0 Sft 
	Color Washing (2 coats)

(G.S.I.NO;25, P/53)
	859/90
	P%sft 
	8,083/-

	
	
	
	
	Total
	454,958/-

	
	
	GROUP ‘B’ P/I 15 BHP ELECTRIC 

SUBSMERSIBLE PUMPING SET
	
	
	

	01
	1 Set 
	Supplying and installing in position 

including transportation to site of work  @ 

village Qaim Khoso taluka Manjhand and 

electric Pumping set consisting of Hallow 

shaft electric motor make (Siemens) (type 

SP-30-10+15HP, Siemens motor (3 x 400 

V 50 HZ) (2900 RMP 2 pole of squirrel 

cage totally enclosed in flanged mounted 

single shaft for 3 Phase 50 

Cucled / Sec:.80/420 volts A.C supply 

Class B with non-reverse  retched coupled 

with GROUNDFOS  stainless steel Deep 

well Submersible pumping set type SP-30-

10+20HP GROUNDFOS stages coupled 

with 10’ft column pipe of size 3”x2.60m 

with 1’ft col” pipe hating shaft dia 3” mm 

including discharge 135 GPM against the 

total head 240’ ft consisting of pump bowl 

assembly with suction and discharge cap: 

intermediate howl all made of cost iron 

with burners , dynamically balance and 

securely fasten to stainless steel pump 

shaft and top shaft made of carbon steel 

surf discharge head of carbon steel etc i/c 

providing and installing of MCU Star Delta 

starter, PVC insulated wire volts grade in 

25 mm for mains with 3-7/0.85 c7/.036 

making earthling set as specified 

indicators specified gauge of vi/c cost of 

earth plate and testing the pumping set 

against the required head for 72 hours etc 

complete (R.A.  Approved)
	786600/-
	P/Set 
	786,600/-

	02
	25.0 Rft 
	Wiring for main with 3-7/.064 wire 660 

volts grade, in 1 ¼” PVC conduit on 

surface as required (E.S.I.NO:33, P/6)
	107/98
	P/Rft 
	2,700/-

	03
	
	Providing laying jointing and testing G.I.Pipe different dia (medium quality)

.(Rate already Sanctioned)
	
	
	

	
	60.0 rft 
	For delivery pipe 
	304/02
	P/Rft 
	18,241/-

	04
	
	Manufacturing supplying M.S flanges of different dia made out of M.S. sheet 

of various thickness i/c cutting drilling holes and welding of flanges with 

 M.S .pipe etc complete.

 (P.H.S.I.NO; e, P/32)
	
	
	

	
	12 Nos: 
	3” dia 
	945/-
	Each
	11,340/-

	05
	13.36 Kg: 
	Supplying C.I. Taper bottomed of central tapered flange ends with 
holes i/c turning and facing of ganged for all size(S.O.M.I.NO:9, P/11)
	120/-
	P/Kg:
	1,843/-


(Cont: on page No:03)
(Page No:03)

	Item No:
	Quantity 
	Description of Item to be executed at site 
	Rate
	Unit
	Amount

	01
	02
	03
	04
	05
	06

	06
	0.71 Cwt 
	Supplying C.I. bend with flanged ends with 

holes i/c turning and facing of flanged 

(S.O.M.I.NO;8,P/11)
	6096/-
	P/Cwt 
	4,328/-

	07
	
	Jointing C.I/M.S flanged pipes and 

specials flanged and inside a trenches i/c 

supplying rubber packing of the required 

thickness  nuts bolts with washers etc and 

other tools required for jointing and testing 

the joints to the specified pressure etc: 

complete.(P.H.S.I.NO;1, P/35)
	
	
	

	
	4 Joints 
	6” dia 
	339/55
	P/Joint
	1,358/-

	
	1 Joint 
	3” dia 
	193/55
	P/joint
	194/-

	08
	
	Reflex valve heavy pattern(test pressure 

21.0 kg: sq: cm or 
300 lbs/sq; inch

(P.H.S.I.M.NO; 6, P/10) 
	
	
	

	
	1 No: 
	3” dia 
	1543/55
	Each 
	1,544/-

	09
	
	C.I. Sluice valve heavy pattern test 

pressure 300 lbs/sq: inch 

(P.H.S.I.NO:M.7,P/9)
	
	
	

	
	1 No: 
	3” dia 
	4290/-
	Each
	4,290/-

	
	
	
	
	Total
	832,438/-

	
	
	GROUP ‘C’ P/L/J & TESTING PVC PIPE 

LINE 3” DIA
	
	
	

	01
	24000.0 Cft 
	Excavation for pipe lines into trenches and 

pits in all kind of  soil of murum  i/c 

trimming and dressing sides to true 

alignment and shape leveling of beds of 

trenches to correct level and grade cutting 

joint holes and disposal of surplus earth 

within a one chain as directed by Engineer 

in charge providing fence guards lights 

flags and temporary crossing for non 

vehicular  traffic where ever required lift 

upto 5’ft(1.52m) and  lead upto one chain 

(30.5mm)(P.H.S.I.NO; 1, P/60)
	4650/-
	P%0cft
	111,600/-

	02
	
	Supplying UPVC pressure pipe of 

equivalent make with Z joint Class           

B’ one rubber rings with each pipe (test 
pressure 91 meter) or 300 ft water 

head(P.H.S.O.M.I.No.3,P-22)
	
	
	

	
	4000.0 Rft
	
	90/-
	P/Rft 
	360,000/-

	03
	
	P.V.C. ‘Z’ Jointing fitting 
(P.H.S.I.I-16, P/28)
	
	
	

	                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                          
	6 Nos: 
	i) P.V.C. Bend 3” dia 
	731/-
	Each 
	4,386/-

	
	10 Nos: 
	ii)TEE EQUAL
	968/25
	Each 
	9,683/-

	04
	
	C.I. Sluice valve heavy pattern (test 

pressure 21.0 kg:/sq: cm or 300lbs/sq: 

inch) (Imported) (P.H.S.I-(M)2, P/9)
	
	
	

	
	5 Nos: 
	3” dia 
	4290/-
	Each 
	21,450/-

	05
	
	C.I. Tail Piece  (P.H.S.I-(M)2, P/9)  
	
	
	

	
	10 Nos: 
	3” dia 
	375/-
	Each 
	3,750/-


(Cont: on page No:04)
(Page No:04)

	Item No:
	Quantity 
	Description of Item to be executed at site 
	Rate
	Unit
	Amount

	01
	02
	03
	04
	05
	06

	06
	
	Making joints specials fitting (i/c laying of specials and cost of solvent cement of required diameter and testing the joints alongwith PVC Pipe line ‘B’, ‘C’ and ‘D’ class of the specified pressure and making 

Good to all leaky joints etc; complete(PHSI.NO;1, P/35)
	
	
	

	
	10 Joints 
	3” dia 
	59/-
	Each
	590/-

	07
	5 Nos: 
	Providing chamber 2½”x2½” 750x750mm) 

inside dimension 4½” (1372 mm)  deep as 

per approved design for sluice valve 3” to 

12” dia with 18” (457mm) dia inside cast 

iron cover and frame (wt= 1 cwt 3 qr)fixed 

in RCC 1:2:4(102 mm) thick with 5 lbs 

steel per cft)9” (299 mm)thick brick 

masonary wall set in 1:6 cement 

mortar 6” (1152mm ) thick cement concrete 1:3:6 in foundation 1” thick cement concrete 1:2:4 flooring ½” (12.5mm) thick cement plaster 1:3 to all inside wall surface and to top  i/c  providing and fixing M.S. foot beyond 2½” depth curring excavation back filling and disposal of surplus earth etc; complete.

(P.H.S.I.NO:1,  P/49)
	18820/-
	Each 
	94,100/-

	08
	21600.0 Cft 
	Refilling the excavated stuff in trenches 6” 

thick layers i/c watering ramming to full
                              

compaction etc: complete

 (P.H.S.I.NO;24, P/53) 
	2760/-
	P%0cft 
	69,616/-

	
	
	
	
	Total 
	665,175/-


A B S T R A C T

	Group
	Schedule Item
	Non Schedule Item
	Total

	‘A’ Repair of Pump House 
 
	454,958/-
	-----
	454,958/-

	‘B’ P/I Pumping Machinery 15 BHP

	45,838/-
	786,600/-
	832,438/-

	 ‘C’ P/L/J PVC Pipe line 3” dia 

	665,175/-
	-----
	665,175/-

	Total
	11,65,971/-
	786,600/-
	19,52,571/-


(Cont: on page nO:05)

(Page no:05)

Amount Total (a) + (b) Rs:______________
________% above / below on the rates of CSR, Amount to be added / deducted on the basis 


Total (b) of premium quoted ______________

Total (A) = a + b in works & Figures______________________________________________

Contractor 





 
EXECUTIVE ENGINEER








   PUBLIC HEALTH ENGG:DIVISION










JAMSHORO

SUMARY OF BILL QUANTITIES

NAME OF WORK: -
water supply scheme at village Qaim Khos  (Taluka Manjhand)  (District Jamshoro)
Cost of Bid
_________________



Amount __________________

1.
(A) Cost based on Composite Schedule of Rates
   
_______________

2.
(B) Cost based on Offered Schedule of Rates 

_______________

3.
(C) Amount of Item based on Market (Offer Rates) 
 _______________ 

4.
(D) Amount of Expected Escalation Rates

 _______________
TOTAL COST OF BID = TOTAL OF (A) + (B) + (C) + (D) 
_______________
CONTRACTOR








(SHAFIQUE HUSSAIN MEMON)


EXECUTIVE ENGINEER


PUBLIC HEALTH ENGG: DIVISION JAMSHORO





(NAZIR AHMED KHOKHAR)


DIVISIONAL ACCOUNTS OFFICER


PUBLIC HEALTH ENGG: DIVISION JAMSHORO








