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49?@0“
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3200

P/3

Supplying and fixing M:S round bars for barried
windows

@ Rs: 3700.0

P.Cwit

Cutting and fixing M:S round bars for barried
windows.

@ Rs: 28.23

P.No.

Making of fixing steel grated door with 1/16” thick
sheeting I/C angle iron frame 2"x2"x3/8” and 3/4“
square bars at 4” center to center with locking

_| arrangements

@ Rs: 726.72

P Sit.

3488 /-

Supplying and fixing in position iron/steel grill of
3/4"x1/4" size flat iron of approved design
including painting three coats etc complete

@ Rs: 180.50

P.Sft

08 Ve

Providing and fixing collapsible gate with channel
framing of section 3/4"x5/16" at 4" ilc
revitted with 3/4"x1/8" flat iron patti placed
diagonally and provided with top and bottum T-
section 1" x1" 1/8" alongwith rollers also
ic locking arrangement and fixing in
floor/ceilling or walls etc complete

@ Rs: 387.04

P.Sft

PJF iron steel grill door with angle iron

frame of 1-1/2"x1-1/2"x1/4” and flat iron of
3"4”x1/4” with approved design and locking
arrangement embedded in masonary as per
_instructions of engineer incharge.

@ Rs: 231.60

P.Sft

Replacing kallar.eaten bricks

@Rs: 2646 3 Each

5495/«

Cement concrete plain i/c placing compacting,
finishing and curring complete i/c screening and
washing of stone aggregate without shuttering
{1:2:4)

_Eb) 1:3:6 ration)

@Rs: 14429.25

@Rs: 12595.0

% Cft.

% Cft.

7070 /=

Making Notice board made with Cement

@ Rs: 58.11

P.Sft

1860/«

24640

94,0

1080 .

40%0

12,0

| cement mortar (1:2) complete ________
Lying floor of white glazed tiles 1/4" thick

Laying white marble flooring fine dressed in the
surface without winging set in lime mortar
1:2 including rubbing and polishing of the joints.
(a) 3/4" thick Flooring _

@ Rs: 567.48

P.Sft

139600/~

P/E 3/8" thick marble tiles of approved quality and
colour shade size 8" x 4/6" x4" in dado skirting
and facing removal / tucking of existing plaster
surface etc. over 1/2 thick base of cement mortar
1:3 setting mortar base including filling the joints
and washing the tiles with white cement slurry ,
current, finishing
cleaning and polishing etc. complete.
(i) For new works.

@ Rs: 186.04

P.Sft

White glazed tiles 1/4” thick jointed
in white cement(1:2) over 3/4" thick

jointed in white cement laid over %" thick
bed (1:2) ratio _

@ Rs: 28253.61

@ Rs: 27678.86

% Sft

% Sft

Providing and lying hala or pattern tiles glazed
8”x8"x/4 floor or wall facing in required pattern
specification jointed in white cement and pigment
over a base of 1:2 grey cement motor 3/4” thick
i/c washing in filling of joints with salary of white
cement and pigment desired shape with finishing/
cleaning and cost of wax police etc complete ilc

| cutting tile to proper profile. 8.1 No.62 P.No.48

@ Rs: 34520.31

% Sft

P/F cement paving blocks flooring having size of
197 x 97 x 60 (MM) of city / Quddra/Cobble shape
with natural colours having strength b/w 5000 psi
to 8500 psi l/C filling the joints with hillsand

@ Rs: 199.77

laying in specified manner { pattern and design
LE?_‘_&&Q@BE’E&-_

P:Sft




