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1:2:4 CONC. 3000PSI (F'C 2500PSI) W/C RATIO BY WT<.6
7-CONC. SHALL DEVELOP 28 DAYS CUBE STRENGTH OF

6-CUTTING, PLACING, OVERLAPPING SHALL BE AS PER

8. CONCRETE RATIO FOR ALL STRUCTURES SHOULD BE 1:3:3

GENERAL  NOTES

  IN CASE OF DIFFERENCE CONSULT ARCHITECT/ENGR.
  CONJUNCTION WITH ARCHITECTURAL DRAWINGS
1-STRUCTURAL DRAWINGS SHOULD BE READ IN 

(a)-FOUNDATIONS  3" TO MAIN REINFORCEMENT. 

2-ASSUMED DESIGN SOIL PRESSURE IS 1.5 TSF AT 5'

4-ALL FOUNDATIONS SHALL BEAR ON UNDISTURBED SOIL

5-PROVIDE CLEAR COVER AS UNDER, IF NOT SPECIFIED 

(b)-COL, WALLS 1-1/2" TOP AND BOTTOM & FROM SIDE. 

  USING SULPHATE RESISTANT CEMENT.

    A.C.I  CODE

9. CENTER OF COLUMN AND FOOTING SHOULD BE COINCIDED.
10. WATER FOR CONCRETING AND CURING PURPOSE SHOULD 

BE FREE FROM DUST AND DIRT AND SHOULD BE POTABLE.
11. ALL R.C.C WORK TO BE PROPPERLY VIBERATED THROUGH 

12. USE OF UNDERSIZED BARS NOT ALLOWED.
13. CURING PERIOD FOR ALL ELEMENTS OF STRUCTURES SHALL

ELECTROMECHANICAL VIBRATORS.

BE 7 DAYS MINIMUM

DEPTH FROM NATURAL GROUND.
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