	NAME OF WORK:

	CONSTRUCTION OF RESIDENCES FOR ANITERRSIM COURT JUDGES, PRISON OFFICERS/ STAFF AT CENTRAL PRISION KARACHI (CONSTRUCTION OF SWEEPERS FLATS, GROUND FLOOR TO 2ND FLOOR 24-NOS CIVIL WORK,  WATER SUPPLY, SANITARY & EXTERNAL DRAINAGE)  (BLOCK-A)


SCHEDULE”B” 
	S/No
	Description
	Qty
	Rate
	Unit
	Amount

	
	PART-A-(FOUNDATION)(S.I) 
	
	
	
	

	1.
	Excavation in foundation of building bridges and other structures in/c dagbelling dressing, refilling  around structure with excavated earth watering and  curing lead upto 5 ft. © In hard  soil  or soft soil (18-c/4)
	41184.0 Cft. 
	3554/38
	%oCft.
	146384/- 

	2. 
	Stone Pitching  hand packed  with surface  leveled to correct section with hammer dressed  stone and void filled in 1:8 cement  mortar in floor. (24/32). 
	5616.0 Cft. 
	7708/47
	%Cft.
	432908/- 

	3. 
	Cement concrete brick or stone ballast 1 ½”  to 2” guage. (b) 1:4:8 (4-b/15). 
	6683.0 Cft. 
	9416/28 
	%Cft.
	629290/- 

	4. 
	Filling watering  ramming earth in floors  with surplus  earth from foundation  lead upto  one chain and lift upto 5ft. ( 21/4). 
	30294.0 Cft. 
	1512/50
	%oCft.
	45805/- 

	5. 
	Filling watering  ramming earth under floor  with new earth (Excavated  from outside lead upto one chain and lift upt 5 feet  (2/1) extra  lead upto 20 miles). 
	17634.0 Cft. 
	1590/80
	%Cft.
	280522/- 

	6. 
	Errection and removal  of centering  for RCC or plain  cement concrete  works for partal  wood ) 2nd  class  vertical (5-f/15). 
	11232.0 Sft.
	3127/41
	%Cft.
	351271/-

	7. 
	Cement concrete plain i/c placing compacting finishing  and curing complete i/c  screening  and washing  at stone aggregate without shuttering  Ratio 1:2:4 (5-f/16).   
	3762.72 Cft.
	14429/25
	%Cft.
	542932/-

	8. 
	Fabrication of mild steel  reinforcement in/c  cutting  bending laying in position making joints  and fastening i/c  cost of binding  wire also i/cs removal of rust from bars  (8-b/17 ) 
	697.43 Cwt
	5001/70
	P.Cwt.
	3488336/-

	9. 
	R.C.C work including all labour and material except the cost of steel reinforcement and its labour for bending and binding  which will be paid separately. This rate also includes all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface(including screening and washing of shingle).(b) Precast reinforced cement concrete in columns beams lintels stair cases , shelves etc. Ratio 1:2:4 (6-b-i/17).
	10463.04 Cft.
	337/-
	P.Cft.
	3526044

	
	
	 Rs. 
	9443492/- 



	
	
	

	
	Part-A Total Rs. 
	

	
	PART-B-I, GROUND FLOOR (S.I) 
	
	
	

	1.
	Fabrication of mild steel  reinforcement in/c  cutting  bending laying in position making joints  and fastening i/c  cost of binding  wire also i/cs removal of rust from bars  (8-b/17).   
	846.92 Cwt 
	5001/70
	P.Cwt.
	4236040/- 

	2.
	R.C.C work including all labour and material except the cost of steel reinforcement and its labour for bending and binding  which will be paid separately. This rate also includes all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface(including screening and washing of shingle).(b) Precast reinforced cement concrete in columns beams lintels stair cases , shelves etc. Ratio 1:2:4 (6-b-i/17).
	6422.70 Cft 
	337/-
	P.Cft.
	2164450/- 

	3. 
	Providing and laying  1:3:6  cement concrete  solid block masonary  wall above 6” in thickness  set in 1:6  cement  mortar in G/F  superstructure  i/c raking out  joints and curing etc complete  (24/19). 
	5616.0 Cft. 
	14621/44
	%Cft.
	821140/- 

	4. 
	Providing and fixing G.I frames / chowkats  of size 7”x2” or ½” x3” for door using 20 guage G.I sheet i/c welded  hinges and fixing at site with necessary hold fasts, filling with cement sand slurry of ration 1:6 and repairing the jambs . The cost of also i/c all carriage tools and plants used in making and fixing(29/93). 
	812.0 Rft. 
	228/90
	P.Rft.
	185867/- 

	5. 
	Providing and fixing  in position doors, windows  and ventilators  of first class deodar wood frames and 1 ¾” thick commercial  ply veneer shutter  of first class deodar  skeleton (Hollow) and commercial ply wood (3 ply)  on both sides i/c hold  fasts, hinges  iron tower bolts handles  and cleats with cord and one mortice  lock and hook (9/58).
	1029.0 Sft. 
	856/53
	P.Sft.
	881369/- 

	6. 
	Supplying  in position aluminum channels framing  for  slidding windows and ventilators  of alcop made with 5mm  thick tinted glass glazing (Belgium) and  aluminum  fly screen i/c  handles stoppers and locking arrangement  etc complete. ( 84-b/108). 
	712.0 Sft. 
	1647/69
	P.Sft,
	1173155/- 

	7. 
	Cement plaster  (1:4) ¾” thick upto  12’ height  (11-c/52).  
	22464.0 Sft. 
	3015/76
	%Sft.
	677460/- 

	8. . 
	Laying floor of approved  coloured glazed  tiles ¼”  thick laid  in white  cement  and pigment  on a bed  of ¾”  thick cement  mortar 1:2 (25/43). 
	480.0 Sft. 
	27747/06 
	%Sft.
	133186/- 

	9. 
	Glazed tile dado ¼” thick laid in pigment  over 1:2  cement  sand mortar ¾”  thick including  finishing( 38/45). 


	2000.0 Sft. 
	28299/30 
	%Sft. 
	565987/- 

	10. 
	Laying  white marble  flooring fine dressed  on the surface without winding  set in lime mortar 1:2  including  rubbing  and polishing of the joints. (b) 1 “ thick flooring. ( 28-b/43). 
	431.04 Sft. 
	628/93
	P.Sft.
	271094/- 

	11. 
	Providing and fixing 3/8”  thick marble  tiles of approved  quality and  colour  and shade size  8”x4”x 6”x 4”  in dado skirting and facing removal / tucking  of existing  plaster  surface etc over ½”  thick base of cement mortar  1:3  setting of tiles in slurry  of white cement over mortar  base  including  filling  the joints  and washing  the tiles with white  cement over mortar base including  filling the joints and washing the tiles with white  cement slurry current  finishing, cleaning  and polishing  etc complete. (i) For new works(68-i/49). 
	864.0 Sft. 
	186/04
	P.sft.
	160739/- 

	12. 
	Distempering three coats  (24-c/54). 
	5716.0 Sft. 
	1079/65
	%Sft.
	61713/- 

	13. 
	Preparing the surface  and painting with plastic  emulsion  paint of approved  make i/c  rubbing  the surface  with sand paper filling  the voids  with chalk/ plaster  of paris and then  etc complete. ( b) 2nd subsequent coat. (40-a+b+b/56). 
	20652.0 Sft.  
	2237/95 
	%Sft.
	462181/- 

	14. 
	Painting new surface I preparing  surface and painting  of doors and windows  any type  (including edges ) (i) Priming coat. (ii) Each subsequent coat. ( 5-c-i+ii+ii/70). 
	2058.0 Sft. 
	2116/41 
	% Sft. 
	43555/- 

	15. 
	Providing and laying 3”  thick topping  cement concrete  1:2:4 including  surface  finishing  and dividing  into panels(d) 3” thick .  ( 16-d/42). 
	5813.0 Sft. 
	4411/82 
	%Sft. 
	256459/- 

	
	
	
	  Rs. 
	12,094,394/- 



	
	
	

	
	
	
	Total(B) Rs. 
	

	
	PART-C- FIRST  FLOOR (S.I) 
	
	
	

	1.
	Fabrication of mild steel  reinforcement in/c  cutting  bending laying in position making joints  and fastening i/c  cost of binding  wire also i/cs removal of rust from bars  (8-b/17).   
	846.92 Cwt 
	5001/70
	P.Cwt.
	4236040/- 

	2.
	R.C.C work including all labour and material except the cost of steel reinforcement and its labour for bending and binding  which will be paid separately. This rate also includes all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface(including screening and washing of shingle).(b) Precast reinforced cement concrete in columns beams lintels stair cases , shelves etc. Ratio 1:2:4 (6-b-i/17).
	6422.70 Cft 
	337/-
	P.Cft.
	2164450/- 

	3. 
	Providing and laying  1:3:6  cement concrete  solid block masonary  wall above 6” in thickness  set in 1:6  cement  mortar in G/F  superstructure  i/c raking out  joints and curring etc complete  (24/19). 
	5616.0 Cft. 
	14621/44
	%Cft.
	821140/- 

	4. 
	Providing and fixing G.I frames / chowkats  of size 7”x2” or ½” x3” for door using 20 guage G.I sheet i/c welded  hinges and fixing at site with necessary hold fasts, filling with cement sand slurry of ration 1:6 and repairing the jambs . The cost of also i/c all carriage tools and plants used in making and fixing(29/93).
	812.0 Rft. 
	228/90
	P.Rft.
	185867/- 

	5. 
	Providing and fixing  in position doors, windows  and ventilators  of first class deodar wood frames and 1 ¾” thick commercial  ply veneer shutter  of first class deodar  skeleton (Hollow) and commercial ply wood (3 ply)  on both sides i/c hold  fasts, hinges  iron tower bolts handles  and cleats with cord and one mortice  lock and hook (9/58). 
	1029.0 Sft. 
	856/53
	P.Sft.
	881369/- 

	6. 
	Supplying  in position aluminum channels framing  for  slidding windows and ventilators  of alcop made with 5mm  thick tinted glass glazing (Belgium) and  aluminum  fly screen i/c  handles stoppers and locking arrangement  etc complete. ( 84-b/108). 
	712.0 Sft. 
	1647/69
	P.Sft,
	1173155/- 

	7. 
	Cement plaster  (1:4) ¾” thick upto  12’ height  (11-c/52).  
	22464.0 Sft. 
	3015/76
	%Sft.
	677460/- 

	8. 
	Laying floor of approved  coloured glazed  tiles ¼”  thick laid  in white  cement  and pigment  on a bed  of ¾”  thick cement  mortar 1:2 (25/43). 
	480.0 Sft. 
	27747/06 
	%Sft.
	133186/- 

	9. 
	Glazed tile dado ¼” thick laid in pigment  over 1:2  cement  sand mortar ¾”  thick including  finishing( 38/45). 
	2000.0 Sft. 
	28299/30 
	%Sft. 
	565986/- 

	10. 
	Laying  white marble  flooring fine dressed  on the surface without winding  set in lime mortar 1:2  including  rubbing  and polishing of the joints. (b) 1 “ thick flooring. ( 28-b/43). 
	431.04 Sft. 
	628/93
	P.Sft.
	271094/- 

	11. 
	Providing and fixing 3/8”  thick marble  tiles of approved  quality and  colour  and shade size  8”x4”  in dado skirting and facing removal / tucking  of existing  plaster  surface etc over ½”  thick base of cement mortar  1:3  setting of tiles in slurry  of white cement over mortar  base  including  filling  the joints  and washing  the tiles with white  cement over mortar base including  filling the joints and washing the tiles with white  cement slurry current  finishing, cleaning  and polishing  etc complete. (i) For new works(68-i/49). 
	864.0 Sft. 
	186/04
	P.sft.
	160739/- 

	12. 
	Distempering three coats  (24-c/54). 
	5716.0 Sft. 
	1079/65
	%Sft.
	61713/- 

	13. 
	Preparing the surface  and painting with plastic  emulsion  paint of approved  make i/c  rubbing  the surface  with sand paper filling  the voids  with chalk/ plaster  of paris and then  etc complete. ( b) 2nd subsequent coat. (40-a+b+b/56). 
	20652.0 Sft.  
	2237/95 
	%Sft.
	462181/- 

	14. 
	Painting new surface preparing  surface and painting  of doors and windows  any type  (including edges ) (i) Priming coat. (ii) Each subsequent coat. ( 5-c-i+ii+ii/70). 
	2058.0 Sft. 
	2116/41 
	% Sft. 
	43555/- 

	15. 
	Providing and laying 3”  thick topping  cement concrete  1:2:4 including  surface  finishing  and dividing  into panels(d) 3” thick .  ( 16-d/42). 
	5813.0 Sft. 
	4411/82 
	%Sft. 
	256459/- 

	
	
	
	  Rs. 
	12094394/- 

	
	
	
	
	

	
	
	
	Total (C) Rs. 
	


	
	PART-D-I, SECOND FLOOR (S.I) 
	
	
	

	1.
	Fabrication of mild steel  reinforcement in/c  cutting  bending laying in position making joints  and fastening i/c  cost of binding  wire also i/cs removal of rust from bars  (8-b/17).   
	1026.28 Cwt 
	5001/70
	P.Cwt.
	 5133144/- 

	2.
	R.C.C work including all labour and material except the cost of steel reinforcement and its labour for bending and binding  which will be paid separately. This rate also includes all kinds of forms moulds lifting shuttering curing rendering and finishing the exposed surface(including screening and washing of shingle).(b) Precast reinforced cement concrete in columns beams lintels stair cases , shelves etc. Ratio 1:2:4 (6-b-i/17).
	8234.47 Cft. 
	337/-
	P.Cft.
	2775016/- 

	3. 
	Providing and laying  1:3:6  cement concrete  solid block masonary  wall above 6” in thickness  set in 1:6  cement  mortar in G/F  superstructure  i/c raking out  joints and curing etc complete  (24/19). 
	5616.0 Cft. 
	14621/44
	%Cft.
	821140/- 

	4. 
	Providing and fixing G.I frames / chowkats  of size 7”x2” or ½” x3” for door using 20 guage G.I sheet i/c welded  hinges and fixing at site with necessary hold fasts, filling with cement sand slurry of ration 1:6 and repairing the jambs . The cost of also i/c all carriage tools and plants used in making and fixing(29/93). 
	812.0 Rft. 
	228/90
	P.Rft.
	185867/- 

	5. 
	Providing and fixing  in position doors, windows  and ventilators  of first class deodar wood frames and 1 ¾” thick commercial  ply veneer shutter  of first class deodar  skeleton (Hollow) and commercial ply wood (3 ply)  on both sides i/c hold  fasts, hinges  iron tower bolts handles  and cleats with cord and one mortice  lock and hook (9/58). 
	1029.0 Sft. 
	856/53
	P.Sft.
	881369/- 

	6. 
	Supplying  in position aluminum channels framing  for  slidding windows and ventilators  of alcop made with 5mm  thick tinted glass glazing (Belgium) and  aluminum  fly screen i/c  handles stoppers and locking arrangement  etc complete. ( 84-b/108). 
	712.0 Sft. 
	1647/69
	P.Sft,
	1173155/- 

	7. 
	Cement plaster  (1:4) ¾” thick upto  12’ height  (11-c/52).  
	22464.0 Sft. 
	3015/76
	%Sft.
	677460/- 

	8.  
	Laying floor of approved  coloured glazed  tiles ¼”  thick laid  in white  cement  and pigment  on a bed  of ¾”  thick cement  mortar 1:2 (25/43). 
	480.0 Sft. 
	27747/06 
	%Sft.
	133186/- 

	9. 
	Glazed tile dado ¼” thick laid in pigment  over 1:2  cement  sand mortar ¾”  thick including  finishing( 38/45). 
	2000.0 Sft. 
	28299/30 
	%Sft. 
	565986/- 

	10. 
	Laying  white marble  flooring fine dressed  on the surface without winding  set in lime mortar 1:2  including  rubbing  and polishing of the joints. (b) 1 “ thick flooring. ( 28-b/43). 
	431.04 Sft. 
	628/93
	P.Sft.
	271094/- 

	11. 
	Providing and fixing 3/8”  thick marble  tiles of approved  quality and  colour  and shade size  8”x4”  in dado skirting and facing removal / tucking  of existing  plaster  surface etc over ½”  thick base of cement mortar  1:3  setting of tiles in slurry  of white cement over mortar  base  including  filling  the joints  and washing  the tiles with white  cement over mortar base including  filling the joints and washing the tiles with white  cement slurry current  finishing, cleaning  and polishing  etc complete. (i) For new works(68-i/49). 
	864.0 Sft. 
	186/04
	P.sft.
	160739/- 

	12. 
	Distempering three coats  (24-c/54). 
	5716.0 Sft. 
	1079/65
	%Sft.
	61713/- 

	13. 
	Preparing the surface  and painting with plastic  emulsion  paint of approved  make i/c  rubbing  the surface  with sand paper filling  the voids  with chalk/ plaster  of paris and then  etc complete. ( b) 2nd subsequent coat. (40-a+b+b/56). 
	20652.0 Sft.
	2237/95
	%Sft.
	462181/-

	14. 
	Painting new surface I preparing  surface and painting  of doors and windows  any type  (including edges ) (i) Priming coat. (ii) Each subsequent coat. ( 5-c-i+ii+ii/70). 


	2058.0 Sft. 
	2116/41 
	% Sft. 
	43555/- 

	15. 
	Providing and  laying  3” thick  topping  cement  concrete  1:2:4  including  surface  finishing and dividing  into panels.(d) 3” thick (16-d/42). 
	11385.0 Sft. 
	4411/82 
	%Sft. 
	502286/- 

	16. 
	Providing and fixing with jute felt  paper  of 60 lbs  over roof i/c  cleaning  of roof with  wire brush  an removing  dust, applying  bitumen coat  at the rate  of 34 lbs  per% sft as premix inter coats and then  laying felt  paper wth 10%  over laps  then applying  and spreading hill sand at the  rate of 1 cft  for 100  sft. The  cost also  i/c  necessary  fire materials  kerosene oil wood etc.(42/39).   
	5572.0 Sft. 
	106/73 
	P/Sft. 
	594700/- 

	
	
	
	  Rs. 
	14442591/- 



	
	
	

	
	
	
	Total(D-i) Rs. 
	

	
	PART-D-II (2ND FLOOR (N.S.ITEM). 
	
	
	

	1.  
	Preparing the surface and applying wall texture / shield  as approved  design &  shade  using acrylic  copolymer emulsion , adhesive and bactericides, water resistance, fire  termite  resistance  in/c  the charges of scaffolding upto 40’-0 height


	11488.50 Sft. 
	
	P/Sft. 
	

	
	
	Total  D-ii Rs. 
	

	
	
	Total  (D-i+ii) Rs. 
	


PART-E-I   INTERNAL  &  EXTERNAL  WATER SUPPLY &  DRAINAGE) 

        
	S.NO
	DESCRIPTION
	QTY
	RATE
	UNIT
	AMOUNT.

	1. 
	Providing and fixing orisa type white or colour glazed earthen ware w.c pan with cost of low level plastic flush tank of 3 gallons capacity of approved quality i/c making requisite number of holes in wall, plinth & making good in cement concrete 1:2:4 (a) W.C pan orisa type 23” plastic tank of low down 3 gallons.(3-A-ii/7). 
	48-Nos 
	6166/60 
	Each. 
	295996/- 

	2
	Providing and fixing 24”x18” lavatory basin  in white glazed earthen ware complete with and i/c the cost of w.i or c.i cantilever brackets 6 inches built into wall painted white in two coat after a primary coat of red lead paint, a pair of ½” dia rubber plug and chrome plate brass chain 1-1/4” dia malleable iron or c.p brass traps malleable iron or brass unions and making requisite number of holes in walls plinth and floor for pipe connection and making good in cement concrete 1:2:4 (Standard pattern ). (8/3). 


	48-Nos
	4253/70
	Each.
	204177/-

	b). 
	Add extra labour for providing and fixing  of earthen ware  pedestal  (9/3) 
	32-Nos
	938/47
	Each.
	30031/-

	
	
	 Rs. 
	530204/- 



	
	
	
	

	
	
	Total E-I Rs. 
	

	
	PART-E-II NON SCHEDULE ITEM . 


	
	
	
	

	1.
	Supply and fixing of UPVC soil & vent pipe  AGM make of approved  quality  on walls  & in C.C flooring  working  upto  90’  ft height  jointing  with UPVC  fitting by  using approved  paste / solution making  good etc complete  as per instruction  of the Engineer Incharge  rate in/c  all cost of labour  material, cartage, scaffolding jhoola etc complete. 
	
	
	
	

	a).
	4” dia UPVC pipe (AGM) (Schedule 80).  
	1440.0 Rft. 
	
	P.Rft
	

	b).
	2”  dia UPVC pipe (AGM) (Schedule 80).  
	440.0 Rft. 
	
	P.Rft
	

	c).
	1-1/2” dia UPVC pipe (AGM) (Schedule 80).  
	190.0 Rft. 
	
	P.Rft
	

	d).
	1” dia UPVC pipe (AGM) with complete fittings (Schedule 80). 
	936.0 Rft. 
	
	P.Rft.
	

	2.
	P/F C.PVC line schedule 40 AGM make ½” dia i/c cutting, the walls, floor etc complete.
	1512.0 Rft. 
	
	P.Rft.
	

	3.
	P/F CPVC fitting with brass thread such as L-bow, socket, union etc complete.
	144-Nos 
	
	Each
	

	4).
	Providing and fixing UPVC  fitting of schedule 40(E) AGM or Pak Arab) make in/c  jointing with PVC  solvent / JTG solution  and fixing  at any height/ floor using  jhoola or long ladder  in Horizontal or vertical  pipe  as directed by the Engineer Incharge. 
	
	
	
	

	a).
	4” dia Plug Tee 
	144-Nos 
	
	Each.
	

	b).
	4” dia Y-Tee. 
	48-Nos 
	
	Each.
	

	c).
	4” dia Plain elbow
	144-Nos 
	
	Each.
	

	d) . 
	4” dia Jubliee Clip. 
	960-Nos 
	
	Each.
	

	5. 
	Supplying and fixing  Gate  valve (Brass) wheel threaded  type  of approved  quality fitted   on existing  line with  thread safeda  as directed by the Engineer Incharge. 
	
	
	
	

	a).
	½” dia. 
	24-Nos 
	
	Each.
	

	b).
	1” dia. 
	24-Nos 
	
	Each.
	

	c).
	1 ½” dia. 
	6-Nos 
	
	Each.
	

	d)
	2” dia.
	6-Nos 
	
	Each.
	

	5. . 
	Supplying and fixing imported glass  (Saudia) approved  quality  and thickness  size upto (6.0x3.50) etc complete  in/c  fixing clips and silicon  jelly and making edges  of mirror  and carriage  from shop to site of work as directed by the Engineer Incharge. 
	144.0 Sft. 
	
	P.Sft.
	

	6. 
	Providing and fixing side basin mixer  ½” dia plastic / powder  coated/  ornamental crome “A”  class  (Master  make) directed by the  Engineer Incharge. 
	48-Nos 
	
	Each.
	

	7.  
	Providing and fixing bib cock Tee cock/stop cock ½” dia  plastic / powder coated/ ornamental  crome “A”  class (Master make) as directed  by the Engineer Incharge.
	192-Nos 
	
	Each.
	

	8. 
	Providing and fixing  floor trap jali (UPVC type) size 6”x6”  of approved  color and  design  (Master  “a” class)  equivalent  as directed by the Engineer Incharge.  
	48-Nos 
	
	Each.
	

	9. . 
	Providing and fixing stainless steel sink 36”x20” i/c  waste & waste pipe  etc complete. 
	24-Nos 
	
	Each.
	

	10. 
	Providing and laying  sewerage line upvc  schedule 40-E in/c  excavation  up to 23” -0 depth  laying  the line  with proper  shape  & jointing  with pvc solvent solution AGM  make and refilling  compacting  leveling  dressing  etc complete.  
	
	
	
	

	a).
	12” dia. 
	150.0 Rft . 
	
	P.Rft.
	

	b).
	6” dia. 


	64.0 Rft. 
	
	P.Rft.
	

	12).  
	Making C.C main hole 24”x24” upto required depth in/c  c.c block  masonary  1:3:6 c.c plaster  1:4 inside outside ¾” dia thick in/c  fitting G.I frame  18”x18”  etc complete. 


	48-Nos 
	
	Each.
	

	19). 
	Providing and fixing C.I Main hole cover  heavy quality  18”x18” etc complete. 


	48-Nos 
	
	Each.
	

	20). 
	Providing and fixing  S.S Bottle trap (Master make)  in/c  waste & waste pipe 1 ¼” dia 


	48-Nos 
	
	Each. 
	

	
	
	PART-E-II - RS 
	

	
	
	G.TOTAL Rs 
	


TERMS AND CONDITION
1. 
Any typographical errors in the schedule ‘B’ are subjected to any correction with the 
reference to the schedule of Rates General item 2012 in force from 12-07-2012 as 
approved by the standing rates committee Sindh Karachi.
2.
100% well graded crushed bajri shall be used in item of RCC 1:2:4.

3.
No Premium shall be paid on Non schedule items.

4.
The work will be carried out as per PWD Specifications.

	Contractor. 


	Sd/-

ASSISTANT ENGINEER

Provincial Building Sub Division-XI,

Karachi
	Sd/-
EXECUTIVE  ENGINEER

Provincial Building Division-No.III

Karachi


